
PRODUCT DATA  SHEET 

TOW BAR ASSEMBLIES 

TOW BAR SPECIFICATIONS  

MODEL 
NUMBERS LENGTH 

(Inches) 
WIDTH 
(Inches) 

HEIGHT 
(Inches) 

NET 
WEIGHT 

(Lbs) 

CRATED 
WEIGHT 

(Est.) 
(Lbs) 

CRATED 
DIMENSIONS 

(Est. - L x W x H) 
(Inches) 

CU FT 
CRATED 

(Est.) 
(Cu Ft) 

450TB-A300/310 196.5 / 4,491 32.5 / 826 26.0 / 660 425 / 193 625 / 284 199 x 35 x 34 137 / 3.9 

450TB-A318/319/320/321 207.0 / 5,258 32.5 / 826    40.0 / 1,016 460 / 209 660 / 299 209 x 35 x 48 203 / 5.8 

450TB-A330 132.0 / 3,353 32.5 / 826  40.0 / 1,016 430 / 195 630 / 286 134 x 35 x 48 130 / 3.7 

450TB-A340 216.0 / 5,486 24.0 / 610 24.0 / 610 650 / 295 845 / 383 218 x 26 x 32 105 / 3.0 

450TB-A340-5/-6 138.0 / 3,505 27.0 / 686 27.0 / 686 650 / 295 845 / 383 140 x 29 x 35 82 / 2.3 

450TB-B707 196.5 / 4,491 32.5 / 826 26.0 / 660 425 / 193 625 / 284 199 x 35 x 34 137 / 3.9 

450TB-B717 147.0 / 3,734    40.0 / 1,016 9.0 / 229 300 / 137 500 / 227 149 x 42 x 17 62 / 1.7 

450TB-B727 196.5 / 4,491 32.5 / 826 26.0 / 660 425 / 193 625 / 284 199 x 35 x 34 137 / 3.9 

450TB-B737CL/NG 207.0 / 5,258 32.5 / 826    40.0 / 1,016 460 / 209 660 / 299 209 x 35 x 48 203 / 5.8 

450TB-B747 215.6 / 5,476 36.5 / 927    40.0 / 1,016 700 / 317 900 / 408 218 x 39 x 48 236 / 6.7 

450TB-B757 200.5 / 5,093 32.5 / 826    42.0 / 1,067 460 / 209 660 / 299 203 x 35 x 48 197 / 5.9 

450TB-B767/777 216.0 / 5,486 24.0 / 610 24.0 / 610 650 / 295 845 / 383 218 x 26 x 32 105 / 3.0 

450TB-B787 132.0 / 3,353 32.5 / 826    40.0 / 1,016 430 / 195 630 / 286 134 x 35 x 48 130 / 3.7 

450TB-DC8 207.0 / 5,258    51.0 / 1,295 38.0 / 965 500 / 227 700 / 318 209 x 53 x 46 295 / 8.4 

450TB-DC9 147.0 / 3,734    40.0 / 1,106 9.0 / 229 300 / 137 600 / 272 149 x 42 x 17 62 / 1.7 

450TB-DC10 132.0 / 3,353 32.5 / 826    40.0 / 1,016 430 / 195 630 / 286 134 x 35 x 48 130 / 3.7 

450TB-L1011/MD11 216.0 / 5,486 24.0 / 610 24.0 / 610 650 / 295 845 / 383 218 x 26 x 32 105 / 3.0 

450TB-MD80/90 147.0 / 3,734    40.0 / 1,106 9.0 / 229 300 / 137 500 / 227 149 x 42 x 17 62 / 1.7 

Standard Features 
 

♦ Hydraulic/Spring Retractable Undercarriage 
♦ One set of spare Shear Bolts 
♦ 3.0” to 3.25” diameter Lunette Eye 
♦ Pneumatic Tires 
♦ All Head parts zinc plated 
♦ Skydrol Resistant Yellow Paint 
 

Documentation 
 

♦ Operation and Maintenance Manual 
♦ Certificate of Conformance  
♦ Factory New - 12 Month Written Warranty 

Our Tow Bars are designed and built to meet or exceed the most demanding requirements of the international ground handling mar-
ket .  The will withstand harsh environmental conditions, rugged use and provide many years of long and dependable service.  We 
provide a wide variety of Tow Bars for commuter and regional aircraft, as well as for narrow and wide Body aircraft.  Each Tow Bar 
offers a simple attachment mechanism and low maintenance operation.  
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TOW BAR ASSEMBLIES 

Hand Pump Cylinder Assembly 

Head Assembly 

Handle 

Gear Assembly Foot Stand Lunette 3.0” to 3.25” ID 

1.25 Inches 

Tire Assembly 

Handle 
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TOW BAR SPECIFICATIONS  

MODEL 
NUMBERS LENGTH 

(Inches/mm) 
WIDTH 

(Inches/mm) 
HEIGHT 

(Inches/mm) 

450TB-A300/310 196.5 / 4,491 32.5 / 826 26.0 / 660 

450TBA318/319/320/321 207.0 / 5,258 32.5 / 826    40.0 / 1,016 

450TB-A330 132.0 / 3,353 32.5 / 826  40.0 / 1,016 

450TB-A340 216.0 / 5,486 24.0 / 610 24.0 / 610 

450TB-A340-5/-6 138.0 / 3,505 27.0 / 686 27.0 / 686 

450TB-B707 196.5 / 4,491 32.5 / 826 26.0 / 660 

450TB-B717 147.0 / 3,734    40.0 / 1,016 9.0 / 229 

450TB-B727 196.5 / 4,491 32.5 / 826 26.0 / 660 

450TB-B737CL/NG 207.0 / 5,258 32.5 / 826    40.0 / 1,016 

450TB-B747 215.6 / 5,476 36.5 / 927    40.0 / 1,016 

450TB-B757 200.5 / 5,093 32.5 / 826    42.0 / 1,067 

450TB-B767/777 216.0 / 5,486 24.0 / 610 24.0 / 610 

450TB-B787 132.0 / 3,353 32.5 / 826    40.0 / 1,016 

450TB-DC8 207.0 / 5,258    51.0 / 1,295 38.0 / 965 

450TB-DC9 147.0 / 3,734    40.0 / 1,106 9.0 / 229 

450TB-DC10 132.0 / 3,353 32.5 / 826    40.0 / 1,016 

450TB-L1011/MD11 216.0 / 5,486 24.0 / 610 24.0 / 610 

450TB-MD80/90 147.0 / 3,734    40.0 / 1,106 9.0 / 229 
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